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MILITARY SPECIFICATION

WIRE, ELECTRIC, POLYIMIDE-1N5ULATED, COPPER OR “OPPER AI.LOY

This supplement forms a part of Military Specification MIL-W-813811,
dated 15 ‘Iovember1972.

SPEDIFIC ~ION SHEETS

MIL-w-81w1/I tlrough MIL-W-81381/6 - Canceled18 December

VIL-W-81381/7

MIL-w-81381/8

MIL-W-81381/9

MIL-W-81381/10

MIL-W-81381/11

MIL-W-81381/12

MIL-W-81381/13

Wire, Electric, Fluorocarb~n/Polyimide

1981

Insulated,
Light Weight, Silver Coated Co p~r Conductor, 600

ivolts, 2oooC, Nominal 5.8 Mil all

Wire, Electric, Fluorocarbon/Polyimide Insulated,
Light Weight, #ickel Coated Copper Conductor,
600 Volts, 200 C, Nominal 5.8!’lilWa”ll

Wire, Electric Fluorocarbon/Polyimide Insulated,
Light weight , Silver Coated High Strength topper
Alloy Conductor, 600 Volts, 2000C, Nominal 5.8
Mil Wall

Wire, Electric, Fluorocarbon/Polyimide Insulated,
Light Weight, Nickel Coated High Strength Copper
Alloy Conductor, 600 Volts, 200°C, Nominal 5.8 .
Mil Wall

Wire, Electric, Fluorocarbon/Polyimide Insulated,
Medium Height, Silver Coated Copper Conductor,
600 Volts, 200°C, Nominal 8.4 or 15.4 Mil Wall

Wire, Electric, Fluorocarbon/Polyimide Insulated,
Medium Weight, Nickel Coated Copper Conductor,
600 Volts, 200°C, Nominal 8.4 or 15.4 Mil Wall

Wire, Electric, Fluorocarbon/Polyimide Insulated,
Medium Weight, Silver Coated Hi h Strength CopperaAlloy Conductor, 600 Volts, 200 C, Nominal 8.2
or 8.4 Mil Wall
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SPECIrTC4TION < !EETS (Cmtinued)

MIL-W-81381/l Wir?, Electric, Fluorocarbon/Polyimide Insulated,
Me~ium Weigh,t,Nickel Coated Hiqh Strength Copper
A1’Iy ConducY”, 600 Volts, 2000c, Nominal &.2 or
8.: Mil Wall

VIL-111-81381/15~SAF) dfl(i !lIL-W-813Sl/16(USAF) - Canceled, 15 January 1971

MIL-W-81381/17 Mire$ Electric Fluorocarbon/Polyimide Insulated,
Light Weight, Silver Coated Copper, 600 Volts,
Nom nal 4.6 Mil Wall

MIL-M-81381/18 Mire, Electric Fluorocarbon/Polyimide Insulated,
Light Weight, ~iickelCoated Copper, 600 Volts,
Nominal 4.6 Mil Wall

MIL-W-81381/19 Wire, Electric, Fluorocarbon/Polyimiae Insulatea,
Light Weight, Silver Coated High Strength Copoer
Alloy, 600 Volts, Nominal 4.6 Nil Wall

MIL-1+81381/20 Wire, Electric, Fluorocarbon/Polyimide Insulated,
Light Height, Nickel Coated High Strength Ccpper
Alloy, 600 Volts, Nominal 4.6 tl~lWall

MIL-W-81381/21 Wire, Electric, Fluorocarbon/Polyimiae Insulated,
Light Weight, Tin Coated Copper Conductor, 60@ Volts,
150°C, Nominal 5.8 Mil Wall

MIL-kl-61381/22 Wire, Electric, Fluorocarbon/Polj mide Insulated,
Medium Weight, Tin Coated Copper .onductor,600
Volts, 150~C, Nominal 8.4 or 15.4 Mil Uall

Preparinq activity:
Navy - AS

(Project No. 6145-0816)
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